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8” MIN. LOW PERMEABLE SOIL
SELECT GRANULAR BACKFILL

4" CAP UNIT\

WALL HEIGHT

@ STANDARD  UNIT——_ ZRETAINED SOIL
3 1H /
i FINISHED GRADE 54r 1
n S i -
= /,A' —  H UNIT CORE FILL GEOGRID
(/4" CRUSHED AS REQUIRED
6" MINIMUM CK OR STONE) Y MANUFACTURER)
EMBEDMENT 4” PERFORATED DRAIN PIPE

WRAPPED IN FILTER FABRIC

UNREINFORCED CONCRETE OR
CRUSHED STONE LEVELING PAD

TYPICAL GRAVITY WALL SECTION
STANDARD UNIT — NEAR VERTICAL SETBACK

BASE LEVELING PAD NOTES:
MINI_CAP_UNIT

1. THE LEVELING PAD IS TO BE CONSTRUCTED WIDTH:  18”
OF CRUSHED STONE OR 2,000 PSi: *DEPTH: 107
UNREINFORCED CONCRETE. HEIGHT: 4"

2. THE_BASE FOUNDATION IS TO BE APPROVED *WEIGHT: 50 LBS
BY THE ENGINEER PRIOR TO PLACEMENT
OF THE LEVELING PAD.

STANDARD UNIT

WIDTH: 18,
*DEPTH: 217
HEIGHT: 8
*WEIGHT: 120

SLOPE CUT UNIT FACE

6" CRUSHED ROCK OR
UNREINFORCED CONCRETE
LEVELING PAD

STANDARD UNIT/BASE PAD ISOMETRIC VIEW
N.T.S.

*DIMENSIONS & WEIGHT MAY VARY BY REGION

FAP
ROU IDOT SECTION COUNTY

600 I 01-00026-00-SW ST. CLAR

FEDERAL AID PROJECT ILLINOIS

IDOT JOB NO.  CMF-0600(058)

IDOT CONTRACT NO. 97318

T R VATION

I——
STANDARD PLAN
STANDARD STRAIGHT—FACE UNIT

THOUVENOT,
WADE &
MOERCHEN, INC.

ENGINEERS 4 SURVEYORS 4 PLANNERS

P TS
TWM S

XI CORPORATE OFFICE
4940 OLD COLLINSVILLE RD.
SWANSEA, ILLINOIS 62226
TEL (618) 624—4488
FAX (618) 624~6688
corp@twm—inc.com

[ CARBONDALE OFFICE
206 WEST COLLEGE STREET
CARBONDALE, ILLINCIS 62901
TEL (618) 549-8844
FAX (618) 549-8450
carbondale@twm—~inc.com

[ EDWARDSVILLE OFFICE
10158 CENTURY DRIVE
EDWARDSVILLE, ILLINOIS 62025
TEL (618) 656—4040
FAX (618) 656—4343
edwardsville@twm-inc.com

[ ST. LOUIS OFFICE
1001 CRAIG ROAD, SUITE 260
ST. LOUIS, MISSOURI 63146
TEL (314) 236-5052
FAX (314) 872-2194
stlouis®twm—inc.com

[ WATERLOO OFFICE
113 SOUTH MAIN STREET
WATERLOO, ILLINOIS 62298
TEL (618) 939-5050
FAX (618) 939-3938
waterloo@twm-—inc.com

N.T.S.

6” CRUSHED ROCK OR PROFESSIONAL REGISTRATIONS LICENSE NO.
UNREINFORCED CONCRETE ILLINOIS PROFESSIONAL DESIGN FIRM 184-001220

LEVELING PAD PROFESSIONAL ENGINEERING CORP. 62-035370

\ 1 T ] PROFESSIONAL STRUCTURAL ENGR. CORP.  81-005202

. \J Ul - ILLKOIS PROF. LAND SURVEYING CORP.  048-000028

MISSOUR! PROFESSIONAL ENGR. CORP. NG 001628

MISSOUR! LAND SURVEYING CORP. NC 000346

T NOTES: . .
1. CHECK WITH MANUFACTURER SPECIFICATIONS
ELEVATION 8" STEP ON CORRECT BACKFILL PROCEDURE. N q 1M\ ™ e o I\
N 2. CHECK WITH MANUFACTURER SPECIFICATIONS N/ S
7.5"— 21 ON CORRECT DIRECTION OF ORIENTATION FOR

L 36"
SECTION

LEVELING PAD DETAIL
N.T.S.

4" CAP UNIT
8” STANDARD
UNIT

EZ; - 4” CAP UNITS. OR

1 8" CAP UN[T‘\

7 D]
(1 1 1]
[ /
[ 1

TOP OF WALL STEPS
N.T.S.

GEOGRID TO OBTAIN PROPER STRENGTH.

3” OF SOIL FILL IS REQUIRED
BETWEEN OVERLAPPING GEOGRID
FOR PROPER ANCHORAGE

GEOGRID
AS REQUIRED
Y MANUFACTURER)

MINIMUM_WALL RADIUS:

INSIDE CURVE: 4.0' (AT BOTTOM OF WALL)
OUTSIDE CURVE: 4.0 (AT TOP OF WALL)

WALL INSTALLATION ON CURVES
N.T.S.

GEOGRID IS TO BE PLACED ON LEVEL
BACKFILL AND EXTENDED OVER THE
FIBERGLASS PINS. PLACE NEXT UNIT.
PULL GRID TAUGHT AND BACKFILL.
STAKE AS REQUIRED.

GRID & PIN CONNECTION DETAIL
N.T.S.

SEGMENTAL CONCRETE
BLOCK WALL

SIDEWALK Py
RAMP
CURB

('gi B

FILTER FABRIC IS TO BE PLACED
UNDERNEATH JOINT BETWEEN RAMP
CURBING AND MODULAR BLOCK WALL
TO PREVENT WEED GROWTH IN JOINT.

SEGMENTAL BLOCK WALL/

RAMP CURB JOINT DETAIL
N.T.S.

SEGMENTAL CONCRETE BLOCK WALL
DETAILS
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